
W

38.1

136.5

140.0

TR
A

V
E
L

2
8

.5

2
2

.2

1
9

9
.5

38.16.4

HS-LBP 821 K750

5.52

6.90

304.8 12 8.00

HS-LBP 821-K750 

HS-LBP 821-K1000

HS-LBP 821-K1200

HS-LBP 821-K750

HS-LBP 821-K1000

HS-LBP 821-K1200

HS-LBP 821

CODE
Material

Plate Roller

Breaking
Load

N

Width L R SC Weight

kg/mmm inches min. Straight Curving

11055

11056

11057

LFG
Dark Grey

Water Blue 8300 -- -- --254 10

190.5 7.1 2/

LBP Chains 

(Low Back-line Pressure)
Materials Sprockets Applications

Plate Materials：POM-DP,POM- F
Pin Material：

L
Cold rolled austenitic stainless steel

HS-F54 SERIES
Materials Sprockets Applications

(mm) (inch)

HS-F54

HS-F54  (Side Flexing Plastic Chain)

2.1354

Width  W Working Load
N(21℃) lbs 21℃( )

Radius
(mm) (inch)

Reverse Radius
(mm) (inch)

Weight
(kg/m)

2000 450 200 7.87 50 1.97 1.6

Dimension mm inches

P

W

H

1.969
0.472
2.126
0.979

31.7
12.0
54.0
24.0

F

W

H

P

F
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